Inspect Flowlines
Annually

PRO Fact Sheet No. 407

NaturalGas

EPA POLLUTION PREVENTER

Applicable sector(s): Compressors/Engines
, , . o Dehydrators

O Production O Processing O Transmission and Distribution Pipelines
Pneumatics/Controls

Partners reporting this PRO: Texaco (now ChevronTexaco Corporation) Tanks
Other related PROs: Use of Clock Spring® Repair, Conduct DI&M at Remote Facilities, Use V\?\ll\éi:
Ultrasound to Identify Leaks, Use of Improved Protective Coating at Pipeline Canal Crossings Other

Partner Reported Opportunities (PROs)
for Reducing Methane Emissions

oooooooag

Technology/Practice Overview

Description
All gas wells have flowlines that transport natural gas to
transmission compressor stations or processing plant

booster stations. These flowlines are normally buried and can
leak methane as a result of internal corrosion (particularly in

wet, sour gas service), external corrosion, and abrasion from
thermal cycling. Methane leakage from flowlines is one of the

largest sources of emissions in the gas industry.
One partner has instituted a program of annual flowline

inspection to reduce gas losses. Underground leaks may be
discovered using ultrasound detectors, digital radiography, or
through the temporary introduction of an odorant into the gas

Methane Savings: 58 Mcf per year

Costs

Capital Costs (including installation)

O <$1,000 [ $1,000-$10,000 [3>$10,000
Operating and Maintenance Costs (annual)

O <$100 J $100-$1,000 O >$1,000

Payback (Years)

O o0 01-3 0 3-10 0>10

Benefits
Reducing methane emissions was the primary benefit of the project.

stream. Regular repair of underground leaks will prevent small leaks from increasing in volume over time.

Operating Requirements

Walking inspections are more effective when using enhanced leak detection devices or odorants.

Applicability
This applies to all flowlines in the production sector.

Methane Emissions Reductions

The methane emissions reductions are based on eliminating the average amount of methane emissions from production
underground pipelines—53.2 scf per day per mile—as derived from the EPA/GRI study “Methane Emissions from the
Natural Gas Industry, Vol. 2.” One partner has reported natural gas emissions reductions of 68 Mcf per year.




Economic Analysis

Basis for Costs and Savings
The savings of 58 Mcf per year are based on finding and repairing leaks (with the industry average
leakage rate) in 3 miles of underground pipeline.

Discussion

The capital cost assumes the purchase of an ultrasound detector for approximately $250.
Operating costs include the labor needed to walk the pipelines with the detectors and the labor
and materials needed to repair the pipelines. The labor cost for one month per year of inspection
is about $5,000. According to Oil and Gas Journal (October 9, 1995), the costs per repair using a
type B steel sleeve is about $680 (in 2001 dollars), including labor.





<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveEPSInfo true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /Unknown

  /Description <<
    /ENU (Use these settings to create PDF documents with higher image resolution for high quality pre-press printing. The PDF documents can be opened with Acrobat and Reader 5.0 and later. These settings require font embedding.)
    /JPN <FEFF3053306e8a2d5b9a306f30019ad889e350cf5ea6753b50cf3092542b308030d730ea30d730ec30b9537052377528306e00200050004400460020658766f830924f5c62103059308b3068304d306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103057305f00200050004400460020658766f8306f0020004100630072006f0062006100740020304a30883073002000520065006100640065007200200035002e003000204ee5964d30678868793a3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /FRA <>
    /DEU <>
    /PTB <>
    /DAN <>
    /NLD <>
    /ESP <>
    /SUO <>
    /ITA <>
    /NOR <>
    /SVE <>
  >>
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


